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N E T  Z E R O  F I R E P L A C E S

PANORAMA TUNNEL
WITH AUTOMATIC ETHANOL BURNER

Net Zero fireplace with BEV Technology®

GLASS-ENCLOSED

TRUE ZERO CLEARANCE
The feature that allows you install the fireplace 

in a housing construction  made of combustible 
materials and even hang a TV above the fireplace.

Panorama fireplace comes with a complete set of 
components for an efficient distribution of heat. 

NEW AUTOMATIC BURNER

HEAT DISTRIBUTION

EXTERNAL CONTROL PANEL

Control the fire with the included remote, app on 
your smartphone or a home automation system 
(Smart Home System).

REMOTE CONTROL OPTIONS

fl oor level

Panorama fireplace is closed behind a single  
layer of durable tempered glass panels. 

The new burner with the patented  
BEV Technology® gives a much deeper and richer flame. 

The top surface of the fireplace is covered with the 
included glass foam granulate. As an option the burner 
can be decorated with ceramic logs or white pebbles.

The fireplace has an intuitive control panel with 
an inlet for automatic refuelling. The panel has 
a 2.5m-long connection and is to be installed 
next to the fireplace above the burner surface.
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Panorama Tunnel
Fuel tank capacity 5.5 L

Maximum burn time 10 hours

Maximum heat output 7.0 kW

Minimum room cubature 70 m3

Flame height regulation 6 stages

Weight 87.6 kg

Fuel type bioethanol 95 - 96,6%

Flue heat extraction system included

Air change rate 1 space volume per hour

Power supply 230 V

Finish black powder coating

Materials steel, galvanized steel, tempered glass

Application for indoor use only

CONTROL OPTIONS

included optionalincluded

‘FLA3 NET-ZERO’ APP
Control the fire with your smartphone!

Manufactured to UL standards

O-TL certified

optional ceramic logs or white stones
(installed on top of the burner)
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